
HiFi Wellness SSD522neo System installation and set up.

Thank you for purchasing the SSD522neo system.  The components supplied are of highest 
quality and should provide many years of use by following these guide lines. A 1 year limited 
warranty is included with each system.

Unpacking
The system is shipped via USPS Priority mail and should arrive undamaged but make sure to 
inspect all components for any obvious damage to carton or contents.

CAUTION: 
Protective glasses and gloves are recommended when handling magnets to prevent 
injury from flying metal fragments, should the magnets contact each other.

The SSD522neo drivers utilize very powerful Neodymium magnets both for improved 
efficiency and mounting means and should be handled with extreme care.  The mounting 
magnets are shipped on the top of the drivers to protect them from movement during 
shipment.  When opening the box, locate the drivers first and separate them from each other 
making sure that the bare magnets do not come in contact with each other as they may
come together very forcefully.

Included Power Supply not shown



It is best to remove the mounting magnet from the driver and then positioned on the 
metal frame of the chair, making sure that driver will clear any mechanical components
and then mount the driver to the correctly placed mounting magnet. Gloves are 
recommended for this procedure as fingers may be pinched between the magnet and 
the metal frame rail of the chair.

Mounting drivers to wooden cross members 

The SSD522neo system is supplied with all the necessary hardware for mounting to wood or 
metal.  If mounting to wood, remove the magnet from the driver and determine the correct 
placement in the furniture. Make sure the placement does not interfere with any mechanical 
components of the chair or couch and that there is sufficient clearance between the bottom of 
the driver and the floor.  For best fidelity, the driver should not contact any other surface or the
floor.

Illustration 1: SSD522neo with mounting magnet ready for attachment to 
chair. Mounting magnet will have a “T” marked on the top for correct 
magnetic orientation 

Illustration 2: Correct placement of drivers to clear mechanical components.



The mounting magnet has a center drilled, tapered hole to facilitate the use of the supplied 
wood screw. (hole and screw not shown) 

Important: Make sure that the magnet side marked with a “T” is placed with the “T” facing up.
This will insure that the correct magnet orientation is achieved for best performance. If this 
procedure is not followed, performance will be greatly reduced.

When the desired location is determined, it is recommended to first drill a small pilot hole in 
the wood to allow easier attachment of the magnet with the supplied Phillips head wood 
screw. Route the wiring to avoid pinching or crimping and should hang freely from the driver.

Again, gloves and protective eye ware are recommended for handling the mounting 
magnets.

Some testing may be required to determine the best placement of the drivers for optimum 
performance results.

Electrical hook up.

 

SSD's Will connect
here



System Hook Up

The amplifier is connected to the power supply for ease of use and the 120VAC power cord is
attached to the power supply as are the power cable for the amp. Once the drivers are 
mounted they may be connected to the amplifier via the speaker terminals.   The terminals 
are labeled with a + and – to show correct polarity for hook up.  Normally the wire with the 
white stripe is attached to the + terminal and the plain wire is attached to the – terminal.  It is 
important to get the correct polarity on the wires to make sure that there is no phase 
cancellation between the drivers.

The low profile of the amp and power supply allows the system to be hidden underneath the 
furniture in most cases.  Make sure that no part of the furniture comes into contact with the 
amp and power supply as damage may occur if any weight is put on the unit.

Once all wiring connections are made the power cord (not supplied for European use) may be
plugged into any 120/230 VAC outlet.  This will supply current to the power supply and then 
the amplifier. The power supply has a green light to show that it is powered on and the 
amplifier will have a light to show which input is selected.

Important Blue Tooth Pairing Information

  
  

Turn on the amp and make sure the BLUE Mode appears in the display
then turn on the Bluetooth on your device, search for Bluetooth connections 
and select TRASAM-M200 the pairing option should appear on your Smart Device  

 
Once the smart phone or tablet is connect to TRASAM-M200 Bluetooth, you will be able
To select your music player on your smart device and begin playing your music or 
Healing frequencies. Use the volume control on your smart device to change the
Volume of the SSD's.

If you are using the optical, RCA or USB, use supplied wireless remote to change volume levels, 
mode selection, or turn the amp off by pushing power button located at the upper left 



Playing the system

Once the smart device is connected to the system, select the music player on the device and 
play any music file to activate the the system.  Make sure volume is turned up on the 
amplifier Use the volume controls of the smart device to change the amount of effect felt in 
the furniture.  Music players with active equalization are preferred as this will enhance the 
overall experience for different types of music. The POWER AMP app is a favorite and can be
downloaded from the Play Store.

Caution: Do not use excessive volume when playing the system as this may cause 
distortion and possible damage to the drivers and is not covered under the warranty. 
The drivers do not produce the same audio volume as standard speakers and may 
incure damage not covered by the warranty.  The magnetic mounting facilitates correct 
volume levels by being noise free at correct levels and a rattling sound if over driven. This 
rattling is due to the driver being over powered and causes the driver to vibrate against the 
magnet mount.  This is a built in safety feature that will insure long term operation of the 

HAND HELD REMOTE

Push To Change Mode
From Bluetooth to Optical
To RCA Inputs.

Push to Change Volume
Of SSD's



system by making sure that the drivers are not run into distortion, which creates high levels of 
heat, which may adversely affect the drivers.

The amplifier has volume controls built in to allow the levels to be changed. Use the front 
panel volume control or the the up and down arrows on the left side of remote control to 
increase the volume levels on the amplifier.  The lower left button mutes the sound and the 
right bottom button changes the equalization from a loudness contour flat to bass boost with 
successive button pushes. 

Music and Frequency Selection.

The SSD522neo system is capable of reproducing most music and healing frequencies as a 
true sign wave output.  This high fidelity output means that we can now experience what the 
original performer experienced while playing the instrument as it adds tactile, haptic, bone 
conduction and audio to your furniture, effectively recreating the vibratory signature of the 
instrument. The human voice, as an instrument, is also accurately reproduced to allow us to 
hear what the singer heard through bone conduction while performing.  This is demonstrated 
by the “that's not my voice” perception when we listen to only the recorded audio portion of 
our voice being played back.

Many clinically identified healing frequencies are included, via download, for the system.  
These are available from HiFi Wellness as a Google Drive file transfer sent as an e-mail. 
Normally, these are accessed by clicking on the file name and will automatically download to 
your music player.

YouTube is also a great source for music and frequency posts and also adds visual sensory 
stimulation information.  

Questions or comments?
Please contact Thomas Clark Fenner hifiwellnessllc@gmail.com
or 303-358-3882 if you have any issues related to the installation or concepts and thanks 
again for purchasing HiFi Wellness gear!



Headphone Amplifier Installation
Many amplifiers have a headphone output jack, but when you plugin in the headphones the 
amplified signal to the speakers/ Drivers, is switched off.  To alleviate this issue the following 
assembly is required, but provides a high fidelity signal that works very well with the amplifiers we 
use.
The headphone assembly includes:
1ea Line Level converter
1ea Koss Titanium Pro headphones with Volume Control
1ea RCA to 3.5mm connector cable
2ea  stereo banana plugs

Wire Hook up

To begin, first locate the line level converter. Notice in the above 
diagram that there are 4 wires that will be connected to the
banana Plugs included. Make sure to strip off the end of the wire insulation before inserting into 
banana plug. You will notice that there is a RED + terminal and a black- terminal on each plug.  
Following the above diagram, loosen the top knob on the plug, insert the correct wire from the 
converter and tighten securely. Continue these steps until you have connected all 4 of the wires to 
the banana plug. White wire Left -, White/ black wire left +, grey right +, and grey/black right -.
The black and blue wire will not be used.

Once you have made these connections put aside for step 3

Converter
Wiring
diagram

Step 1

Optional Headphone Hookup



Headphone Amplifier Installation
Continued

Make sure to remove the insulation from the end of the wire before connecting to banana plug.

Step 2

Connect the SSD's to the speaker terminal connectors by loosening the cap and inserting the wire
 into the hole in the center of the post under the cap.
The wire with the ridged side is the positive wire and the smooth wire is the negative wire. 
Completely tighten all 4 caps

Step 3
Use the assembly from step 1 and insert the banana plugs into the end of the terminal caps and 
Make Sure the plugs are firmly seated into the terminal caps.

Step 4
Plug the RCA to 3.5 connector cable into the RCA jacks on the converter from step 1

Step 5

Locate the headphones, unscrew the 1/4” plug from the connector, exposing the 3.5mm plug and
then Plug the connector into the 3.5mm jack on the connector cable.
 

Step 6
Turn on the amplifier and select a signal source. If using the Bluetooth mode, make sure you have 
established a good connection and turn up the volume on the smart device and the amplifier until 
sound is heard. The amplifier will have a digital display showing the volume level, do not go past 
The indicated level of 25, for best sound quality, both for the SSD's and the headphones
Then put on the headphone and use the volume control on the headphones to adjust the volume 
to a Preferred level.

Step 7
Although this sounds like a complicated procedure, it will start to make sense once you start 
into the Process. 
If you have completed all the steps and sound is not heard from the SSD's or the headphones 
send me a text and I will call you back immediately.

Enjoy,

Thomas Clark Fenner
fennertc@gmail.com
303-358-3882

mailto:fennertc@gmail.com
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